



PRODUCT TYPE VOC, %
GARDNER 

COLOR, 
STRAIGHT

ACID 
NUMBER

GARDNER 
VISCOSITY, 


BBS

SPECIFIC 
GRAVITY @ 

100○F
TDS SDS

LX®-2250
Liquid 

Maleated

DCPD

<0.5 8 18      @ 25○C = 35 0.98 PDF PDF

PRODUCT TYPE FLASH PT. 
(TCC), °F

GARDNER 
COLOR, 

STRAIGHT
IODINE


NUMBER
GARDNER 

VISCOSITY, 

BBS.

SPECIFIC 
GRAVITY @ 

30○C
TDS SDS

LX®-3843 Liquid

DCPD 105 11 130      @ 25○C = 25 0.99 PDF PDF

PRODUCT TYPE
SOFTENIN
G POINT, 


R&B ○C

GARDNER         
COLOR,


50%
FLASH PT. 

(COC) ○F
BROOKFIELD 

VISCOSITY, 

CPS.

MOLECULAR 
WEIGHT TDS SDS

Mn Mw

LX®-3120 Liquid

DCPD 20 12 400   @ 80○C = 555 364 736 PDF PDF

PRODUCT TYPE FLASH PT. 
(TCC), °F

GARDNER 
COLOR, 

STRAIGHT
NVM

% Wt.

GARDNER 
VISCOSITY, 


BBS.

SPECIFIC 
GRAVITY @ 

25○C
TDS SDS

LX®-2108 Liquid

DCPD 365 7 99      @ 25○C = 8.5 1.0 PDF PDF

DCPD THERMAL RESINS

TYPICAL PROPERTIES

https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa0f107eaa02ef84be493/1460642033679/LX-2250+Resin+(4-13-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fabb17c65e4819dedb4ec/1460644785150/LX-2250_Liquid-Resin_GHS_SDS_05-12-15a.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/576aafea9f745602f506b10d/1466609642860/LX-3843+(6-22-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/55dccc10e4b05465d930a652/1440533520309/LX-3843+Resin+Solution+in+MS+GHS_SDS_05-01-15a.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa12b07eaa02ef84be665/1460642091575/LX-3120+Resin+(4-13-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/56f3fceaac962ca4cd55b576/1458830570373/LX-3120_GHS_SDS_04-29-15a.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/6407a05c6b00dc15c0219d74/1678221405141/LX-2108.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/6407a0767e534e3e1269128f/1678221430241/LX-2108_GHS_SDS.pdf


PRODUCT TYPE
SOFTENING 
POINT, R&B, 

○C
GARDNER 

COLOR, 50%

MOLECULAR 
WEIGHT TDS SDS

Mn Mw

LX-685®-105 DCPD 105 8 520 1,590 PDF PDF

LX®-1055 DCPD 105 13 430 1,030 PDF PDF

LX®-2600-105 DCPD 105 14 485 1,650

LX®-3100 DCPD 108 14 450 935 PDF PDF

LX®-1144 LV DCPD 110 6 500 1,100 PDF PDF

LX®-238 DCPD 113 8 520 1,590 PDF PDF

LX®-1200 DCPD 114 11 465 1,480 PDF PDF

LX-685®-115 DCPD 115 10 600 1,500 PDF PDF

LX-1000®-130 DCPD 130 12 410 900

LX®-1200-130 DCPD 130 11 550 1,750 PDF PDF

LX-1000®-140 DCPD 138 13 440 970

LX®-2140 DCPD 140 13 440 1,280 PDF PDF

LX®-2000 DCPD 140 12 655 1,900 PDF PDF

LX®-2181 DCPD 140 13 620 1,900 PDF PDF

LX®-2600 DCPD 140 14 485 1,650 PDF PDF

https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/57112de74c2f8557b0703c86/1460743656085/LX-685,125+(4-13-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa6c260b5e983e918d4fb/1460643522226/LX-685-125_GHS_SDS_05-04-15a.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/64079d1135d3da79cbb61429/1678220561389/LX-1055.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/64079d80136158422fdc9a7a/1678220672789/LX-1055_GHS_SDS.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/5b0587e58a922db4159b5b85/1527089125830/LX-3100+(5-21-18).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa6aa60b5e983e918d442/1460643498466/LX-3100_GHS_SDS_05-04-15a.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa07dd51cd494834bafab/1460641917807/LX-1144LV+(4-13-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/55dccafce4b0a927d3269d30/1440533244792/LX-1144-LV_GHS_SDS_05-04-15a.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa028d51cd494834bad95/1460641832677/LX-238+(4-13-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/55dcca34e4b06ca19348b919/1440533044081/LX-238_GHS_SDS_05-04-15a.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa0a607eaa02ef84be225/1460641958411/LX-1200+(4-13-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/59f31d3b6c3194b973ecf0b4/1509104956047/LX-1200.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/57112dfa4c2f8557b0703d3c/1460743674064/LX-685,135+(4-13-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa6d760b5e983e918d5d3/1460643543131/LX-685-135_GHS_SDS_05-04-15a.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa0b807eaa02ef84be2cc/1460641976407/LX-1200,+130+(4-13-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/55dccb4ce4b0e01edfd0c914/1440533324088/LX-1200-130_GHS_SDS_05-04-15a.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa0ca07eaa02ef84be358/1460641994799/LX-2000+(4-13-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/55dccb6de4b0f7631fc18b0a/1440533357620/LX-2000_GHS_SDS_05-04-15a.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa0ca07eaa02ef84be358/1460641994799/LX-2000+(4-13-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/55dccb6de4b0f7631fc18b0a/1440533357620/LX-2000_GHS_SDS_05-04-15a.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/5818ad6a579fb366ced082ce/1478012266947/LX-2181+(11-1-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/5818ae262e69cfd82f70f389/1478012454395/LX-2181.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/5b5b387e758d4682cfdcd49b/1532704894667/LX-1035+(7-19-17).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/55dccaa3e4b0c4421d22fa5e/1440533155296/LX-1035_GHS_SDS_05-04-15a.pdf


Iodine #, WIJS, tested via ASTM 1959 	 Softening Point tested via ASTM E28

Gardner Color, 50% in A-100 Solvent tested via ASTM D1544 	  Acid Number tested via Neville N 12.29

Brookfield Viscosity, cps. tested via ASTM D3236 	 Molecular Weight, Number Average via ASTM D5296

Flash Point (TCC) tested via ASTM D56  	 Flash Point (COC) tested via ASTM D92

Specific Gravity tested via ASTM D71 	 Gardner Viscosity tested via ASTM D1545


February 1, 2023

PRODUCT TYPE
SOFTENING 
POINT, R&B, 

○C
GARDNER 

COLOR, 50%

MOLECULAR 
WEIGHT TDS SDS

Mn Mw

LX®-1035 DCPD 170 13 680 1,950 PDF PDF

NEVROZ® 1420
DCPD/
ROSIN 150 12 860 3,500 PDF PDF

https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/5b5b387e758d4682cfdcd49b/1532704894667/LX-1035+(7-19-17).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/55dccaa3e4b0c4421d22fa5e/1440533155296/LX-1035_GHS_SDS_05-04-15a.pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa1c427d4bdb7bcf94123/1460642244765/NEVROZ+1420+(4-13-16).pdf
https://static1.squarespace.com/static/55269e60e4b0465eeb07b0a3/t/570fa6ee60b5e983e918d682/1460643566065/Nevroz-1420_GHS_SDS_05-04-15a.pdf

