
Neville Hydrocarbon Resins in Lithographic Ink Applications

Resin
Coldset Inks (Soya 

or Mineral Oil 
Based)

Dispersion 
Vehicles

Flushing 
Vehicle

Heatset Gelled 
Letdown Vehicle

Sheetfed Gelled 
Letdown Vehicle Metallic Inks

LX®-1200-130 • • • • •

LX®-2120 • • •

LX®-2140 • • •

LX®-2161 • • • •

LX®-2181 • • • • •

LX®-2250 (1)  •  • 

LX®-2600 • • • • • •

LX®-3100 • • •

NEVCHEM® 120 • •

NEVCHEM® 140 • • • •

NEVROZ® 1420 (2) •

(1) LX®-2250 Liquid Resin can be used as the sole dispersion vehicle for grinding dry pigments, clay or calcium carbonate. It is also a 
rheology/flow modifier for flushed colors and inks.  

(2) NEVROZ® 1420 resin has marginal solubility with ink solvents, process oils, soya oil and linseed oil. This resin has fair compatibility 
with linseed and soya oil based long alkyds. 

All other resins listed above are highly soluble in ink solvents, process oils, linseed oils and soya oil and are HIGHLY compatible with 
linseed and soya based long alkyds. 


